
MANUFACTURING TOLERANCE GUIDE FOR POUCHES
See our templates for placement in reference to your artwork. (download templates from the die line page of our website)

We work very hard to keep our tolerances as low as possible, however there will be some variations in your pouches. This is due to the imperfect 
nature of the manufacturing process.

www.thepkglab.com
Questions? email graphics@thepkglab.com

HANG HOLE PLACEMENT
+/- 1/16” tolerance  

TEAR NOTCH PLACEMENT
+/- 1/16” tolerance  

ZIPPER PLACEMENT
+/- 1/16” tolerance  

SIDE CUT
+/- 1/16” tolerance on both sides of the pouch.
May show artwork in this area, from opposite edge.
(see illustration on our ARTWORK SPECIFICATION 
page at www.thepkglab.com for more information)  

COLOR MANAGEMENT
Color Mode: CMYK
Our pre-press software will convert all files to 
CMYK. This may result in color shifts from RGB 
color mode. 

Color Selection: Refer to the Pantone® Bridging 
Swatchbook for the best representation of CMYK 
color printed digitally. 

Color Matching: We are not able to accommodate 
press checks or color matching. However, if you 
need to review color before printing, you can order 
1 pouch from our website as a press proof. 

QUANTITY TOLERANCE
We may ship up to +10% or your 
order at no additional cost.

SAFE AREA
Keep all important text inside the 
SAFE AREA. This will ensure it 
won’t be trimmed off   or get too 
close to the edge of the pouch.  

DO YOU NEED HELP FORMATTING YOUR ARTWORK?
We offer design services as well as file formatting services. Visit our DESIGN HELP page for more information. 


